
4) Long-Life Bearings

• Ball bearings are
hardened, precision-
ground steel

• Stainless steel swivels
have stainless steel
bearings

• All OPW swivels are
available with stainless
steel bearings on 
special order

5) Easy Lubrication

• All OPW swivels
are pre-lubricated
at the factory

• All 3/4", 1", and
submerged swivels
are permanently
lubricated

• A grease fitting between races that accepts a standard grease gun is 
available for swivels that require field lubrication

• Non-lubricating swivels are available on special order

• Most styles come with a grease relief to prevent over-greasing

6) No Field Adjustment Necessary

• Balls are held in place by factory-installed plugs that never need 
to be adjusted to maintain bearing performance
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Conventional
Hose Reel
Swivels

Endura 
Split Flange 
Swivels

Conventional 
Swivels

3420F -  0403

Style 44 is drop tube swivel w/handle. Styles 35, 45, 55 have threaded boss. 
Styles 56, 58 76, 78 have spring balance attachment lugs.

Seal Materials
1 - Buna-N (Standard)

2 - Fluorocarbon

3 - PTFE Silicone (FDA

Approved)

4 - EPDM

9 - Kalrez®

Kalrez®, Chemraz® and other

seal materials available

Style (Planes of Rotation)

Style 10
3 planes of rotation

Style 20
1 plane of rotation

Style 30
1 plane of rotation

Style 40
1 plane of rotation

Style 50
2 planes of rotation

Style 60
2 planes of rotation

Style 70
2 planes of rotation

Style 80
3 planes of rotation

End Connections
F - 150 lb. ANSI flange both ends

F3 - 300 lb. ANSI flange both ends

FFT - 150 lb. ANSI flanged inlet x TTMA tank truck flange outlet

FJ - For submerged use, 150 Lb. ANSI flange both ends

FO - 150 lb. flange x female NPT threads

FSB - 150 lb. flange both ends, with spring balance attachment lugs

FT - TTMA tank truck flange both ends

FTH - TTMA tank truck flange both ends, with handle

VO - Victaulic® x female NPT threads

FTO - TTMA tank truck flange inlet x female NPT threaded outlet

J - For submerged use

LFT - Long swivel joint with TTMA tank truck flanges

TFT - Female NPT threaded inlet x TTMA tank truck flange outlet

VOG - Female NPT threads x Victaulic® groove, hard coat anodized aluminum

W - Beveled for welding both ends

NO SUFFIX LETTER indicates Female NPT threads both ends. 300 lb. flanges available on some

models. BSPT threads available.

Availability of styles, sizes and 

materials may vary depending upon

swivel configuration. Consult OPW

Customer Service regarding your

exact requirements.

Size 
007 - 3/4"

010 - 1" 

012 - 1-1/4"

015 - 1-1/2"

020 - 2"

030 - 3"

040 - 4" 

060 - 6"

080 - 8"

100 - 10" 

120 - 12" 

Construction

26 - Aluminum Hose Reel

28 - Ductile Iron Hose Reel

32 - Steel, High Pressure Cast

33 - Bronze

34 - Steel, Fabricated

36 - Aluminum

37 - 316 Stainless Steel, Cast

38 - Ductile Iron

39 - 316 Stainless Steel, Fab.

74 - Steel Endura LPG Hose Reel

79 - 316 SST Endura LPG Hose Reel

82 - Steel Endura DSF Single Race

84 - Steel Endura DSF Dual Race

87 - 316 SST Endura DSF Single Race

89 - 316 SST Endura DSF Dual Race

Alloy 20, Hastelloy®, Monel®, Duplex,

and other materials available
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11) Tight Seals

• O-Rings provide a tight seal without hindering swivel action

• Accurately machined and micro-finished grooves provide for 
minimal seal wear

• Available in Buna-N, Fluorocarbon,  PTFE Encapsulated
Silicone, EPDM, Neoprene, Kalrez® and other seal materials
as required

2) True Ball Bearing Race Alignment

• Body and tail sections are locked together by a double row of
ball bearings

• Raceways are machined to precise tolerances 

• Double raceway design assures proper alignment and prevents 
binding caused by temperature changes and heavy radial loads

• Carbon steel swivels have hardened races to maximize
load-carrying capability

3) Protected Bearing Chamber

• Protective inner O-ring seal prevents product from entering
bearing chamber

• Outer seal keeps rain, dirt, and other contaminants out

• Both seals hold in lubrication
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